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MATERIAL SAFETY DATA Shgil oo
# A
SECTION |
MANUFACTURER'S NAME . o EMERGENCY TELEPHONE fJO.
DOW CORNING CORPORATION - (517) 496-5900
ADDRESS (Numbcr,'Szreet, Cuty, State, and .ZIP Code) . . 7
South Saginaw Road, Midland, Michigan 48640 a%dﬁ
CHEMICAL NAME AND SYNONYMS TRADE NAME AND SM
DOW CORNING® 732 RTV Sealant
CHEMICAL FAMILY FORMULA —-&:-:w---——-—-—-""””
SECTION I} HAZARDOUS INGREDIENTS .~ - 777 S
; PAINTS, PRESERVATIVES, & SOLVENTS % | TLY ALLOYS AND METALLIC COATINGS % | TLV ;
IR T ’ ‘ ° {Units) {Units) i
PIGMENTS : BASE METAL . k
CATALYST . : ALLOYS :
R . 3
VEHICLE ' METALLIC COATINGS 3
SOLVENTS ' FILLER METAL :
PLUS COATING OR CORE FLUX
ADDITIVES - S . - -} oTHers: o
ki
OTHERS 3
TLY  §3
HAZARDOUS MIXTURES OF OTHER LIQUIDS, SOLIDS, OR GASES % | (Unirs) 13
Acetoxysilane : 7 v 15 110 ppgu
-
33

. SECTION I PHYSICALDATA -~ '& . & "7 7

BOILING POINT (°F.) > 30QCF | SPECIFIC GRAVITY (H0=1)
VAPOR PRESSURE {mm Hg.) PERCENT VOLATILE
; , < 5 Mmooy Vorume o

VAPOR DENSITY (AIRT1) EVAPORATION RATE

NA tether =1 < 1 ;
SOLUBILITY IN WATER

< 0.1%

APPEARANCE AND ODOR Paste-like. Acetic acid type odor.
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SECTION IV FIRE ANDEXPLGSION HAZARD DATA

FUASH POINT (Method used) Open Cup > 250 FLAMMABLE LIMITS Lel Uel
EXTINGUISHING MEDIA C02 or foam
SPECIAL FIRE FIGHTING PROCEDURES None
UNUSUAL FIRE AND EXPLOSION HAZARDS None
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